HOKEY SPOKES INSTRUCTIONS

Installing and changing batteries:

Each HOKEY SPOKES blade requires 3 AA batteries for operation.  Each blade will run continuously for 48 hours with 3 AA batteries.  To load, unscrew the blue rubber cap and load each battery with the + end in first, and then screw the cap back on.  Ensure that the positive end of each battery is positioned this way.

Attaching the spokes to your wheel:

HOKEY SPOKES blades attach to your wheel at two points with “V” groove nuts.  Loosen the “V” groove nuts, slide the blade onto the spokes and then tighten the nuts.  Ensure that the PWR and SEL keys are facing outward away from the hub.  When blades are installed, they should be centered inside the wheel’s spoke cage.  When using more than one blade, attach the blades so they are evenly distributed around the wheel.  

Turning the blades on and off:

Press the PWR switch on any blade to turn power on or off for all blades on that wheel.  They will communicate using infrared and power up or down in unison. 

Selecting TEXT only, or TEXT/DESIGN modes.

Press the SEL key once to freeze your programmed text message to play all the time.  Press SEL key again to play your text message with the pre-stored designs automatically.

Press the SEL key from any blade to cycle the play mode for all the blades on the wheel- they will “talk “ to each other and synchronize.

Programming your own text message:

Your message can contain up to 16 characters, in CAPITAL letters (A-Z) and spaces.

1. Press and hold the PWR and SEL keys together for 2 seconds.  This will erase any stored messages.

2. Use the SEL key to select letters and spaces to create your message.  Press once for A, twice for B, three times for C, etc.  Simply recite the alphabet as you press the SEL key, and stop when you reach the desired letter.  To select that letter, press the PWR key to set it into the memory.  To enter a space, press the PWR key alone without pressing the SEL key first.  Continue by using the select key to scroll through the alphabet and the PWR key to store the desired letters and spaces. 

3. Use this feature to store 1-16 characters.  To complete programming, press and hold the PWR and SEL keys together for 2 seconds.  Your message is now ready to display!

4. You need only program ONE Hokey Spoke. This becomes your MASTER Spoke. Use the MASTER Spoke to turn the others on. Your message will be transmitted to the others. Don’t forget which one is your MASTER Spoke! Enjoy.
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